
Dimensions in chart are rounded for reference. Contact factory for exact measurements.
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PUMP ENCLOSURES
ALUMINUM CLAMSHELL ENTRY

•	 ASSE 1060 Rated 
•	 Marine Grade Aluminum
•	 Stainless Steel Hardware
•	 Solid Sheet Construction
•	 Two-Piece Construction Splits At Center
•	 Latch Rod Locking System Accepts Padlock
•	 Side Louvers For Ventilation
•	 Built for Pumps and Power Conditioner Systems
•	 5-Year Limited Warranty

Aluminum Pump Enclosures

Enclosure Sizes
Part Number Width Height Depth Weight

PE-40AL 41” 39" 38" 98 lbs

Inside Dimensions 40.0” 37.25” 37.5” --

PE-60AL 60” 39” 38” 128 lbs

Inside Dimensions 60.0” 37.25” 37.5” --
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PUMP ENCLOSURES
ALUMINUM CLAMSHELL ENTRY

Options for Aluminum Clamshell Enclosures (for complete accessories, see page 70)

PUNCHED LOUVERS
FOR VENTILATION

CENTER SPLIT
CLAMSHELL OPENING

FINISH GRADE

WATER SERVICE 
INLET PIPING

WATER SERVICE
OUTLET PIPING

PUMP, FILTER,
AND CONTROLS

LATCH ROD
LATCHING SYSTEM

ENCLOSURE FOOT

ANCHOR
RAKE 
BRACE

POURED CONCRETE BASE
6” MIN THICKNESS
4” BEYOND OUTSIDE OF ENCLOSURE


